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TECHNICAL RIDER
Five on stage. Changeover 30 minutes. Line check 20 minutes, sound check 60 minutes. We travel

with our own engineer and in-ear system; we need the house PA, FOH desk (digital, 32 channels or

more) and monitor sends as below.

INPUT  LIST

Ch Source Mic / DI Stand

1 Kick in Beta 91A –

2 Kick out D112 short

3 Snare top SM57 short

4 Snare bottom e604 clip

5 Hi-hat KM184 short

6–7 Overheads L/R KM184 pair tall

8 Bass DI own DI –

9 Bass amp MD421 short

10–11 Guitar amp SM57 / e906 short

12–13 Synth L/R (Ilo) stereo DI –

14–15 Drum machine L/R stereo DI –

16 Sax own clip mic (wireless) –

17 Lead vocal (Ilo) own KMS 105 tall boom

18 Vocal (Joana) SM58 tall boom

19–20 Playback L/R stereo DI –

MONITORS

We bring 5 in-ear packs and a splitter. Please provide one wedge for the drummer (mix 1) as a back-up,

4 x 230 V outlets at each position, and a 1.5 x 1 m riser for the drums if the stage is deeper than 6 m.

HOSPITALITY

A dressing room for six that locks, still water on stage (12 bottles), towels (6), hot meal for 7 after sound

check (2 vegetarian, 1 vegan). No glass on stage, please.
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